2 Leg Electric Height Adjustable
Table Installation Guide
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Tools Required:

1 - Phillips Head Screw Driver
1- 9/16" Socket

1 - Power Dirill

Other Parts (table & feet w/hardware
packaged separately)

1 - Work Surface

.

General Parts (Packages Include):

1 - Table Base and electrical components
2 - Cast Feet

2 - Top Mounting Brackets

1 - Hardware Kit

1 - Electric Kit

ﬁncluded in Box 2: Foot Pack

Cast Feet (2)

Included in Hardware Pack:
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Leveler (4) P Clip (3)
= - @ 2
3/4-16 #10 x 3/4 14 -20 Torx Bit
Cap Screw (4) Screw (30)  Screw (12) (1)

Included In Electrical Kit: N
Switch Assembly (1)

Control Box (1) S OI\
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Power Cord (1)

Motor Cable (2)

¥

6x3/4 Phillips
Head Screw (2)

Figure A



( Height Adjustable Table Installation Guide )
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STEP 1: remove and lay out all the parts from the carton and Hardware kit. Refer

to Figure A on page one for a visual description of each part required.

STEP 2: Referto Figure B. Stand table upside down on its top brackets. Attach
feet to each tubular column using (2) cap screws. Fasten all bolts tightly. Screw in
leveling glides to same approximate adjustment.
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Note: Modesty Panel cover faces user.
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Figure B
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